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GTO Bottle Mounting Plate Instructions.
 

We have put together a few install tips to help your install go smoothly. If you have any

questions and require tech help please call our tech line at 254-420-2630.
 

Step 1  Remove the push in tabs from the cover that covers the gas tank storage area.
 

Step 2  Remove the  cover. This should expose the framing around the gas tank.
 

Step 3  Take the bottle mounting plate and place it against the frame. Using the factory push tabs to hold  
it in place.
 

Step 4  Take and mark on the frame where the bolt holes are on the plate.
 

Step 5  Remove the plate from the frame. Using a # 7 drill bit, drill the holes in the frame. (Drill through the 
front side of the frame. Not all the way through both sides.)  Using a 1/4 by 20 tap, tap the holes.
 

Step 6  Using the supplied bolts attach the plate to the frame.
 

Step 7  Take the covering and place it up against the plate. Using a razor blade cut out the area for the 
bottle mounting bolts to go through the covering.
 

Step 7  With the cover in place, temporarily bolt the bottle in place using two short style bottle brackets 
(not supplied).  Determine where your main feed line needs to come through the 
covering.  Using 
your razor blade cut the hole for the main feed line and then pull through. You may need to 
remove the bottle to get to the feed line.
 

Step 8  Put the push tabs in place to hold the cover in place.  Make sure your bottle is firmly secured 
and now you are ready to show all your friends your slick looking install.
 

*Important notes.
If installing a blow down tube we suggest using our custom blow down kit part number 00-6000.
 

It is very important that you have good treads into the frame.  If you feel this is beyond what you feel you can do, we advise having a professional to do the install for you.
 

Thank you for choosing Nitrous Outlet for all your nitrous needs & trusting us to

supply you with the quality parts and service you need!!!
Nitro Dave
www.nitrousoutlet.com
